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(54) Title: ELECTRODE SYSTEM PROVIDED WITH A NOVEL PIN-FILM CONNECTION, ASSOCIATED LAMP COMPRIS- 
ING SAID CONNECTION AND METHOD FOR THE PRODUCTION OF SAID CONNECTION 

(54) Bezeichnung: ELEKTRODENSYSTEM MTT NEUARTIGER STIFT-FOLIEN-VERBINDUNG, ZUGEHORIGE LAMPE 
MIT DIESER VERBINDUNG UND VERFAHREN ZUR HERSTELLUNG DER VERBINDUNG 




(57) Abstract: The invention relates to an electrode system for the construction of 
a lamp. Said system comprises a Mo-film (4) which is connected to a pin-shaped 
associated piece (2), and the film (4) and/or the pin-shaped associated piece (2) is 
coated with ruthenium (5, 8). The pin is flattened (3) at the end. A point-shaped 
fusion welding connection (6) is produced during a contactless welding step, said 
connection being surrounded by an annular-shaped high temperature solder (7). 
Said type of connection is not britde. 

(57) Zusammenfassung: Elektrodensystem fur den Lampenbau, bei dem eine 
Mo-Folie (4) mit einem stiftfSrmigen Fiigepartner (2) verbunden ist, indem die 
Folie (4) und/oder der stiftfSrmige Fiigepartner (2) mit Ruthenium beschichtet 
(5, 8) ist Der Stift ist am Ende angeflacht (3). Durch einen beruhrungslosen 
SchweiBvorgang wind eine punktfSrmige SchmelzschweiBverbindung (6) erzeugt, 
die von einer ringfbrmigen Hochtemperaturl Stung (7) umgeben ist. Diese Art der 
Verbindung ist gegen Verspr5dung unempfindlich. 
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